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Quick coupler

Quick Coupler General Purpose type CW 
To Excavators in the class 1-90 ton

‘Top quality’ Quick Coupler
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Type CW.00 CW.0 CW.1 CW.1-350 CW.1HD CW.2 CW.2-S CW.2-ES

Machine class (t)* 0-1 t 1 - 4 t 4 - 9 t 4 - 9 t 10 - 12 t 10 - 15 t 10 - 15 t 10 - 15 t

Maat L (mm) 150 200 300 350 300 475 475 475

Maat B (mm) 147 175 310 300 310 550 420 390

Weight (kg)* 10 kg 20 kg 60 kg 75 kg 85 kg 175 kg 170 kg 155 kg

Type CW.3 CW.3-S CW.3-ES CW.4 CW.4-S CW.4HD CW.4HD-S CW.45

MMachine class (t)*  15 - 21 t 15 - 21 t 15 - 21 t 21 - 28 t 21 - 28 t 28 - 32 t 28 - 32 t 28 - 45 t

Maat L (mm) 475 475 475 475 475 475 475 570

Maat B (mm) 550 420 390 550 420 550 420 690

Weight (kg)* 210 kg 205 kg 195 kg 230 kg 225 kg 290 kg 240 kg 450 kg

Type CW.45-S CW.55 CW.55-S HCW.70

Machine class (t)* 28 - 40 t 35 - 60 t 35 - 50 t 60 - 90 t

Maat L (mm) 570 650 650 875

Maat B (mm) 550 830 560 840

Weight (kg)* 420 kg 615 kg 500 kg 1250 kg

Quick coupler

Characteristics of Quick Coupler                  
general purpose:

• Universal employability
• Less break-out force loss because of compact construction height
• Hardened front axle and casted underbody
• Very simple operation
• Available in standard, Quick Twin or specials
• Several options possible like lifting hook, lifting bail or grab suspension
• All models available in hydraulic or various mechanical implementations

(*) Indicative
(S) is the small version of CW2 - CW3 - CW4 - CW45 - CW55
(ES) is the extra small version of CW2 - CW3
Weights depending on model and machine class


