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Skeleton bucket

General Purpose type PO with
CW00/CW0
To Excavators in the class 0-4 ton

Intended for standard activities as excavation, 
sieving and sorting
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Bucket type B (mm) L (mm) H (mm) Capacity (1:1) Weight (kg)

PO.00.005.0450 450 355 341 30 ltr. 27 kg

PO.00.005.0500 500 355 341 34 ltr. 30 kg

PO.0.005.0500 500 355 341 34 ltr. 35 kg

PO.0.005.0600 600 355 341 42 ltr. 40 kg

PO.0.007.0500 500 397 412 45 ltr. 45 kg

PO.0.007.0600 600 397 412 55 ltr. 50 kg

PO.0.010.0500 500 490 512 65 ltr. 64 kg

PO.0.010.0600 600 490 512 80 ltr. 72 kg

PO.0.010.0700 700 490 512 95 ltr. 80 kg

PO.0.012.0600 600 546 575 100 ltr. 85 kg

PO.0.012.0700 700 546 575 120 ltr. 95 kg

PO.0.012.0800 800 546 575 140 ltr. 105 kg

PO.0.015.0700 700 597 634 145 ltr. 110 kg

PO.0.015.0800 800 597 634 170 ltr. 120 kg

PO.0.015.0900 900 597 634 195 ltr. 130 kg

PO.0.020.0800 800 718 700 219 ltr. 160 kg

PO.0.020.0900 900 718 700 251 ltr. 170 kg

Skeleton bucket

Characteristics of skeleton bucket general     
purpose:

•	 Intended for normal activities as loading, reforming, sorting and sieving
•	 The design makes this bucket ideal for loading of pavers, stones and paving
    materials
•	 Available with different suspensions: Standard, Quick Twin, Pin-on or specials
•	 Several other versions, widths and within-plate possible on request
•	 Also available with teeth


