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Tiltable bucket

With built-in cylinder type KSI with 
CW45/CW55
To Excavators in the class 27-60 ton

Traditionally good for digging trenches and 
finishing of slopes
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Bucket type B (mm) L (mm) H (mm) Capacity (1:1)

KSI.45.046.2000 2000 1163 1729 1345 ltr.

KSI.45.046.2200 2200 1163 1729 1495 ltr.

KSI.45.046.2500 2500 1163 1729 1715 ltr.

KSI.45.051.2000 2000 1198 1776 1485 ltr.

KSI.45.051.2200 2200 1198 1776 1655 ltr.

KSI.45.051.2500 2500 1198 1776 1900 ltr.

KSI.45.056.2400 2400 1233 1830 1980 ltr.

KSI.45.067.2200 2200 1311 1956 2120 ltr.

KSI.45.067.2400 2400 1311 1956 2335 ltr.

KSI.5.046.2700 2700 1163 1910 1860 ltr.

KSI.5.051.2000 2000 1198 1958 1485 ltr.

KSI.5.067.2200 2200 1311 2137 2120 ltr.

KSI.5.067.2400 2400 1311 2137 2335 ltr.

Tiltable bucket

Characteristics of Tiltable bucket with         
built-in cylinder:

•	 Intended for fast and uncomplicated digging and cleaning trenches and slopes
•	 Very powerful by means of patented cinematic and cylinder system	
•	 Fully protected cylinder, so back of the bucket completely free of obstacles
•	 Compact construction and steady tilting-angle 2 x 50°
•	 Valve block for standard locking and hoseconnector directly under                         
    tilting-suspension
•	 All pivot points fitted with grease nipples
•	 Several other versions and widths possible on request


