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Trenching bucket

Heavy Duty type DBV with CW1/CW45
To Excavators in the class 4-32 ton

Intended for heavier excavation activities
than standard
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Bucket type B (mm) L (mm) H (mm) Capacity (1:1) Weight (kg)

DBV.2.050.0500 500 1005 959 264 ltr. 310 kg

DBV.2.050.0600 600 1005 959 332 ltr. 320 kg

DBV.3.060.0500 500 1102 1028 316 ltr. 345 kg

DBV.3.060.0600 600 1102 1028 396 ltr. 365 kg

DBV.3.065.0500 500 1149 1064 340 ltr. 360 kg

DBV.3.065.0600 600 1149 1064 425 ltr. 380 kg

DBV.3.070.0600 600 1196 1095 460 ltr. 395 kg

DBV.3.075.0600 600 1249 1164 490 ltr. 425 kg

DBV.3.075.0800 800 1249 1164 695 ltr. 475 kg

Trenching bucket

Characteristics of Trenching bucket             
heavy duty:

•	 Intended for heavier excavation activities than standard
•	 Ideal for digging slots, other narrow excavation activities or laying cables or pipes
•	 Deeply cut out side plates for good dumping properties
•	 Available with different suspensions: Standard, Quick Twin, Pin-on or specials
•	 Several other versions and widths possible on request


