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) Work Tool Attachments

General purpose type DS

To Wheel loaders in the class 14-22 ton

Intended for earthmoving, handling, and
multi purpose use
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Work Tool Attachments

Loading bucket
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Bucket type B (mm) L (mm) H (mm) Capacity (1:2) Weight (kg)
DS.6.070.2700 2700 1088 1196 2320 ltr. 1065 kg
DS.6.070.2800 2800 1088 1196 2415 ltr. 1095 kg
DS.6.075.2700 2700 1140 1222 2455 ltr. 1250 kg
DS.6.075.2800 2800 1140 1222 2550 ltr. 1280 kg
DS.6.080.2700 2700 1180 1262 2625 tr. 1300 kg
DS.6.080.2800 2800 1180 1262 2725 ltr. 1335 kg
DS.7.080.2800 2800 1182 1272 2720 ltr. 1350 kg
DS.7.085.2800 2800 1220 1301 2880 ltr. 1450 kg
DS.7.085.2900 2900 1220 1301 2990 ltr. 1490 kg
DS.7.090.2800 2800 1255 1339 3060 ltr. 1540 kg
DS.7.090.2900 2900 1255 1339 3175 ltr. 1580 kg
DS.7.090.3000 3000 1255 1339 3290 ltr. 1620 kg
DS.7.095.2900 2900 1280 1372 3315 ltr. 1645 kg
DS.7.095.3000 3000 1280 1372 3440 ltr. 1690 kg
DS.7.095.3100 3100 1280 1372 3560 ltr. 1730 kg
DS.8.100.2900 2900 1320 1402 3495 ltr. 1735 kg
DS.8.100.3000 3000 1320 1402 3625 Itr. 1780 kg
DS.8.100.3100 3100 1320 1402 3755 ltr. 1825 kg

Characteristics of Loading Bucket general

purpose:

Intended for earthmoving, handling and multi purpose use
(Density < 2,0 kg/liter)

Suitable for soils like sand, gravel and wet clay

Large bucket opening for perfect filling and great capacity
Available with bolt-on cutting-edge

Several other versions and widths possible on request
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