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Loading bucket

General purpose type DS
To Wheel loaders in the class 22-34 ton

Intended for earthmoving, handling, and
multi purpose use
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Bucket type B (mm) L (mm) H (mm) Capacity (1:2) Weight (kg)

DS.8.100.3000 3000 1320 1402 3625 ltr. 1780 kg

DS.8.100.3100 3100 1320 1402 3755 ltr. 1825 kg

DS.8.100.3200 3200 1320 1402 3885 ltr. 1870 kg

DS.8.110.3000 3000 1367 1478 3980 ltr. 2000 kg

DS.8.110.3100 3100 1367 1478 4120 ltr. 2045 kg

DS.8.110.3200 3200 1367 1478 4265 ltr. 2090 kg

DS.8.110.3300 3300 1367 1478 4405 ltr. 2150 kg

DS.8.120.3000 3000 1407 1577 4370 ltr. 2205 kg

DS.8.120.3100 3100 1407 1577 4525 ltr. 2255 kg

DS.8.120.3200 3200 1407 1577 4680 ltr. 2305 kg

DS.8.120.3300 3300 1407 1577 4830 ltr. 2375 kg

Loading bucket

Characteristics of Loading Bucket general  
purpose:

•	 Intended for earthmoving, handling and multi purpose use
    (Density < 2,0 kg/liter)
•	 Suitable for soils like sand, gravel and wet clay
•	 Large bucket opening for perfect filling and great capacity
•	 Available with bolt-on cutting-edge
•	 Several other versions and widths possible on request

Loading buckets for even more powerful machines look at brochure Heavy Duty (DSV)


