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Loading bucket

General purpose type DS
To Wheel loaders in the class 6-14 ton

Intended for earthmoving, handling, and
multi purpose use
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Bucket type B (mm) L (mm) H (mm) Capacity (1:2) Weight (kg)

DS.3.040.2000 2000 821 901 970 ltr. 455 kg

DS.3.040.2100 2100 821 901 1020 ltr. 475 kg

DS.3.040.2250 2250 821 901 1100 ltr. 500 kg

DS.3.045.2000 2000 878 958 1105 ltr. 470 kg

DS.3.045.2100 2100 878 958 1165 ltr. 490 kg

DS.3.045.2300 2300 878 958 1280 ltr. 520 kg

DS.4.050.2300 2300 933 1010 1425 ltr. 625 kg

DS.4.050.2400 2400 933 1010 1490 ltr. 645 kg

DS.4.050.2500 2500 933 1010 1555 ltr. 665 kg

DS.4.055.2400 2400 978 1058 1630 ltr. 685 kg

DS.5.055.2500 2500 978 1063 1695 ltr. 850 kg

DS.5.055.2600 2600 978 1063 1765 ltr. 875 kg

DS.5.060.2600 2600 1013 1103 1910 ltr. 890 kg

DS.6.060.2700 2700 1013 1103 1985 ltr. 915 kg

DS.6.065.2600 2600 1048 1150 2070 ltr. 920 kg

DS.6.065.2700 2700 1048 1150 2150 ltr. 945 kg

DS.6.070.2700 2700 1088 1196 2320 ltr. 1065 kg

Loading bucket

Characteristics of Loading Bucket general  
purpose:

•	 Intended for earthmoving, handling and multi purpose use
    (Density < 2,0 kg/liter)
•	 Suitable for soils like sand, gravel and wet clay
•	 Large bucket opening for perfect filling and great capacity
•	 Available with bolt-on cutting-edge
•	 Several other versions and widths possible on request


