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Loading bucket

Heavy Duty (HD) type DSV
To Wheel loaders in the class 14-60 ton

Intended for heavy materials like ore, slag
and rocky soils
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Bucket type B (mm) L (mm) H (mm) Capacity (1:2)

DSV.9.125.3300 3300 1417 1614 5000 ltr.

DSV.9.130.3200 3200 1472 1632 5000 ltr.

DSV.9.130.3300 3300 1472 1632 5160 ltr.

DSV.9.130.3400 3400 1472 1632 5320 ltr.

DSV.9.130.3500 3500 1472 1632 5480 ltr.

DSV.9.140.3300 3300 1537 1677 5540 ltr.

DSV.9.140.3400 3400 1537 1677 5725 ltr.

DSV.9.140.3500 3500 1537 1677 5900 ltr.

DSV.9.145.3600 3600 1557 1628 6250 ltr.

DSV.9.150.3700 3700 1707 1701 6350 ltr.

DSV.9.150.3800 3800 1707 1701 6530 ltr.

DSV.9.150.3900 3900 1707 1701 6710 ltr.

DSV.9.170.3700 3700 1789 1741 7400 ltr.

Loading bucket

Characteristics of Loading Bucket               
heavy duty (HD):

•	 Intended for heavy materials like ore, slag and rocky soils (Density > 2,0 kg/liter)
•	 Strong and robust construction equipped with extra wear parts for long lifetime
•	 Available with bolt-on cutting-edge
•	 Several other versions and widths possible on request

This is a small selection of our range Loading Buckets heavy duty


